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Signal converters SVE4 FESTO
Product range and peripherals overview
Product range overview
Type Signal range Switching output Switching function Electrical connection => Page/
Input Output online
SVE4-US 0..10V 2x PNP Freely programmable | Socket M8x1, Plug M8x1, 166
SVE4-IS 0..20 mA 2x NPN 4-pin, 4-pin,
SVE4-HS Adapted for position sensors to EN 60947-5-2 to EN 60947-5-2
SMH-S1-HG
Overview of peripherals
Mounting attachments and accessories => Page/
online
S
Connecting cable for signal input 169
NEBU
Adapter plate 169
SXE3-W
Mounting rail to DIN EN 60715 169
NRH-35-2000
Connecting cable for switching output 169
NEBU
Inscription label holder SXE3 -
(included in the scope of delivery)
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Type codes
SVE4 - us - R - H M8 - 2P - M8
Type

SVE4 | Signal converter

Signal range
us 0..10V
IS 0..20mA

HS Adapted for position sensors SMH-S1-HG

Display and operation

R | Switching status display via LED, teach-in buttons
Mounting
H | H-rail mounting

Electrical connection (signal input)
M8 | Socket M8x1, 4-pin

Switching output

2P 2x PNP
2N 2x NPN

Electrical connection (switching output)
M8 Plug M8x1, 4-pin
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Technical data
Function o Switching function freely

51 —1_BN oY programmable
Us)f Eﬁi\-_i_ = le * Choice of switching functions

A iy,

s e ov (NO/NO)

ENE o Switching points can be taught in
E.g. with switching output 2x PNP and ® Mounting via H-rail or adapter plate
signal range 0 ... 10 V
General technical data
Certification cULus listed (OL)
C-Tick

UL temperature rating [°C] -20...60
CE mark To EU EMC Directive
(see declaration of conformity)V)
Note on materials Free of copper and PTFE
1)  Forinformation about the applicability of the component see the manufacturer’s EC declaration of conformity at: www.festo.com =» Support = User documentation.

If the component is subject to restrictions on usage in residential, office or commercial environments or small businesses, further measures to reduce the emitted interference may be necessary.
Input signal/measuring element
Type SVE4-US SVE4-IS SVE4-HS
Signal range 0..10:0.3V 0..20:0.6 mA Adapted for position sensors

SMH-S1-HG
Ambient temperature [°C] -20...+70
Switching output
Switching output 2x PNP
2x NPN

Switching function Freely programmable
Switching element function Switchable
Output, additional data
Protection against short circuit Pulsed
Protection against overloading Yes
Electronic components
Type SVE4-US SVE4-IS SVE4-HS
Operating voltage range [vD(] 10...30

Reverse polarity protection

For all electrical connections

For operating voltage and switching
outputs

Electromechanical components

Electrical connection, input

Socket M8x1, 4-pin, to EN 60947-5-2

Electrical connection, output

Plug M8x1, 4-pin, to EN 60947-5-2

Mechanical components

Product weight lg]

19

Information on housing materials

ABS

166

=> www.festo.com/ catal(ﬁue/

age 4 of 5

Sensors / Vision systems - Subject to change - 2012/08




WWwW. t avant echni c. comr

Sensors > Signal converters >

Signal converters SVE4

Technical data

FESTO

Display/operation

Setting options Teach-in
Immissions/emissions

Protection class IP65
Corrosion resistance class CRCD 2

1)  Corrosion resistance class 2 according to Festo standard 940 070

Components subject to moderate corrosion stress. Externally visible parts with primarily decorative surface requirements which are in direct contact with a normal industrial environment or media such as coolants or

lubricating agents.

Signal range 0 ... 10 VY
Switching output 2x PNP

1 1_BN
wot] F[am m
)l |2_ WH RL
3 gj 3‘—‘I_S BU ov

PNP

Signal range 0 ... 20 mAD
Switching output 2x PNP

T 1N +24V
Tlam

PNP

ARAS
H

Switching output 2x NPN

Pin allocation for input

1 1_ BN 1
usrk| p e e ] v 2 2=nc
R
’f ggj—{f‘ :’: = o 4 3 3=0V (for transmitter)
NPN 4=1Input0..10V
Switching output 2x NPN Pin allocation for input
1 1_.BN 28V 1
’f gz,,,,"l_f_);l; :.le * 2 2 =Input0...20 mA
20 N T o 4 3 3=0V (for transmitter)
NPN 4=n.c

Signal range adapted for position sensors SMH-S1-HG..1)

Switching output 2x PNP

1_BN

o L )

PNP

Switching output 2x NPN

1_BN

@,,

NPN

1)  Core colours indicated apply when using plug sockets with cable NEBU-M8 or SIM-M8

== +24V
Sjn_ |6 _BK R
SMH-.. L 2 WH R
[

280 oy

Pin allocation for input

Adapted for position sensors

SMH-S1-HG

Download CAD data =» www.festo.com/en/engineering

Dimensions
. 20
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1 =+24 V (for transmitter)

1 =+24 V (for transmitter)
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Pin allocation for output

. 1=+24V
@2 2=0utB
I -

3 3=0V
4=0utA

Pin allocation for output

1 1=4+24V
@2 2=0utB
I -

3 3=0V
4 =0utA

Pin allocation for output

1 1=4+24V
@2 2=0utB
I -

3 3=0V
4 =0utA

Plug M8x1 to EN 60947-5-2
LED display

Socket M8x1 to EN 60947-5-2
Adapter plate

for wall mounting

Inscription label holder

B[] B[]

]

167

Signal converters

Sensors

[y
w




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Europe ISO Coated FOGRA27)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 0
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue true
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 250
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.33000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 250
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.33000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1000
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check true
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError false
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition (ISO Coated \050Prozess-Standard Offset, gestrichenes Papier, 60 L/cm, ISO 12647-2:2004\051)
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /CHT (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /DAN (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /ESP (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /FRA (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /ITA (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /JPN (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /KOR (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /NLD (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /NOR (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /PTB (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /SUO (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /SVE (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /ENU (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks true
      /AddPageInfo true
      /AddRegMarks false
      /BleedOffset [
        8.503940
        8.503940
        8.503940
        8.503940
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /HighResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [841.890 1190.551]
>> setpagedevice




